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1 Introduction

QM Scan Qmtrin® is an application with an external unit for
measurement, detection, therapy and software creation for the FQ Qmitrin
frequency generator or for import into the other programs, for Example Ravo
Rife, Elzapp,...

It is intended for laboratory use. It is not a medical device and does not
serve for healing or diagnostic.

QM Scan should be stored and operated in a clean and dry environment,
by room temperature. Do not cover. If exposed to low temperatures, let QM
Scan slowly warm to room temperature. QM Scan must only be operated under
supervision and disconnected from the PC when it is finished.

1.1 PC Setting

PC settings: to display the software correctly on the PC, it is necessary to
set the PC correctly:
1) Settings / accessibility / screen / scale and layout = 100 %

2) Settings / accessibility / screen / resolution
best cca 1600x900.
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2 Funktion

QM Scan performs detection, measurement and analysis. QM Scan is an
algorithm for setting up frequency outputs.

The output are provided the specific frequencies, there are offered
recommendations.

It is possible to create a program (batch) that can be running directly in
the FQ Qmtrin Quantum Harmony frequency generator or can be importing into
other program for example Ravo Rife.

Analysis and therapy are structural on a holistic principle, but outputs
are from the acute and current area.

Its output is not an overview of all existing disharmonies (pathogens),
but only a set of disharmonies (pathogens) that are recommended to solve.
An integral part is their order and time intervals.

There is possible to save file with protocol for later use.
QM Scan - it is structural detection, measurement that adjusts the

frequency ratios. For this reason it is recommended to repeat the client min. after
1 days.
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3 Run the program

There is necessary to connect the external unit to USB before
starting the computer.

The program starts with the icon m

Every time is checked the authorization. There s necessary an
authorization of the program in the Setup first time. The password is on the
bottom of the USB external drive.

The next window is displayed:

[ oM Sean 1.1.02 www.qrtronic.com - O X
Name and surname: Limit: ‘ Last measurement from date: ‘ | 08.07.2021 9:33:55 Owveral time: |

E Open Richard Mayer 8 9 11 i2 5

1 kHz - 1000 khz 100-1000 Hz 10-100 Hz 1-10Hz 0 - 1000 kHz

Birth: 20 |01 1970
N Frequency: Frequency: Frequency: Frequency: Frequency:
o Ktz % Hz % Hz % Hz % Hz/kHz  min. %

F Note: 26 87 % 100 86 % 111 84 % 0.18 93 % 441 kHz  5Smin.  91%
— 55 86 % 138 85% 17.9 88 % 0.48 90 % 0.48 Hz 5 min. 90 %
109 90 % 165 93 % 41.9 83 % 0.76 88 % 100 Hz S5min.  86%
j Rl Delete ) S 135 a0 % 359 93 % 55.2 84 % 1.94 91 % 55 kHz S5min.  86%
- 320 83 % 488 84 % 65.3 81 % 2.11 86 % 11.1 Hz S5min. 84 %

M5 9% 784 2% 672 88% 247 81%

b E-mail: 41 9% 883 93% 775 84% 531 85%
41 91% 001 84% 787  84% 642  85%

— 938 89% 790 85% 658  92%

j : ) Saentioa oT; 852  83% 690  87%
37 Setting | 027 8% 725  93%

9.16 91 %

11.09.2021 | Copyright

Sensitivity: "

el i
< [ > | | flu. \_h
Plus {min 0

| < >

| < ¥

Ox Or @@=

[ sae | [ FQ Tool H Graph ]
L com )
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/ By click on the button Open will be loaded dates of client.
) New) . i i :
By click on the button New will be new window displayed

an you can add or import new client.

—

) = Edﬂ) By click on the button Edit will be new window displayed
an you can change a client.

W By click on the button Delete will be new window displayed

to delete s client.

End
>ﬂ > By click on the button End the program ends.

J&" i - - - -
) Bl KR > By click on the button Setting will be opened a new widow
to make a lot of settings.

By  Open button
B New / Edit — O x| retrieves client data that has
been previously entered and

Name and surname: A 1 :
[ | ] saved. The new client can be
Birth: e Monti Year- 1 entered by button New or a
' ' ' : - client could be edit by button
88 88 -8888 :
i Edit. There will be entered
Residence: . the name in the given rows.

1 There is easily to jump to
. next row using the tab.
Note: : By the button Import
from 3.4. will be imported
data from older version.

Telephone: Use to move TAB.
| | You can change them
E-mail: or add more information.

| | | There is required: name,
surname, date of birth.

The system uses the
first letters of the name and
surname of the client to create
the name of the program file.

[ Save H New H Edit H End ‘
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B3 New 7 Edit

Name and surname:

=9

Birth: Day: Month: Year:
88 88 8888 A
Residence: .
|
[ B new / Edit - a b
Name and surname: _
[ | i |
Birth: Day: Month: Year: G
a a IE M

lR&sEdence:

Sometimes it may happen that for
example, in the family, two people have
the same initial letters. In this case, you
can use one letter inscription window to
use to distinguish filenames.

Some users are measuring
animals. By the button changes the
system to the animal. (if is opened the
stored animal, it is advisable to check
it).

Path for a saving is explicit C:\QMTherapy\ QDBZ5\.

Like last could be changed Sensitivity between 10 till 100 %.

Sensitivity:
£

Q0
>
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3.1 Presetting

Use the button Setting to open a window where you can enter and save
global settings.
m Setting — O e

=4
HEEEE H

A A ﬂﬂﬂ:ﬂ“. % !
| ) .

- o T e —

The path to save the programs (batch) and the protocols ending with the
slash "\" could be written into the window.

The path must not contain accents (hooks, commas, ...) and must exist. In
the specified directory, a subfolder with the surname and name of client is
automatically created.

If other subdirectories such as Program and Protocol are to be created,
where the individual programs (batchs) and protocols will be stored, the
checkbox will be checked. By saving a blank record, redirection is canceled.
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Create subdirectory Program a Protocol = in the case of redirection,
a Program and Protocol folder is created in the folder named the client

Import to RavoRife = in the case of saving will be made files csv to load
in other programs.

Import to Elzapp = in the case of saving will be made files txt to load in
other programs.

Pos. S = position of distinguishing sign in program (batch) files. At the
beginning, in the text, or at the end of the abbreviation of the name.

Sort outputs in % = before completion, the output reports are sorted
according to relevance, ie according to the percentage value in descending order.

Show last data = means that when you open the program, the last data
that the program ended with is displayed.

No special characters means that accent marks are removed as you type.
Used for problems in other language versions of Windows.

Smaller windows can be used by older PCs or Widows.

Slower PC can be used by older PCs or Widows.

Dark color motif = darkens the background color in all windows. It is
better to keep a bright motif if possible.

Protocol overview = a clear protocol for the given client will be created
and constantly supplemented.

In the output files, a time will be added to all selected

r:"“'m . frequencies, which can be preset with the Time in min.

Ok ([ (@3 If the obtained outputs are used in a device other than the
Phus fmin s FQ thrin Quar_ltum Harmony, for exam_ple in a zapper, an
< > . extension of the time can be selected. By sliders Plus or Export
Exportimin,. @ - humber of minutes can be preset to add a certain to all
£ >

frequencies in all output files or only in export files.

9
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By the buttons ‘@x I £ will be changed the disposition of programs
(batch).

The button * is ground setting

The button [ (a symbol of name of the program) — all programs (batches)
will be separated. Every program you can start separately.

The button = (summa) — all programs (batches) will be together. There
will only 1 program (batch).

Sensitivity — the higher the sensitivity, the more results. It is set as the
default to approx. 50%, thus obtaining a sufficient amount of output that can be
put into an optimally long batch.

Limit — it is an optical separation by the horizontal line of the obtained
results and their separation for further use.

Font size — you can change the font size. It will not take effect until the
program is restarted.

Next step is a method of measurement — You can change between
Telemetric or Electrode.

Method of measurement:

Telemetric Electrodes
° e In case method electrode — the electrode must be kept

the whole time. If the checkbox is checked, will be Method of measurement
visible in mean window as well.

| S WD o0 to setting of Language.

Autherization | The Authorization button authorizes the new program. It
will be authorized only once. During authorization, a new window will open,
where the basic data of the owner will be entered and the License Password is
the number listed on the bottom of the USB unit that comes with the program.

Res | The Res button resets the entire system. However, you must enter
the activation code, which can be obtained from the supplier.

cow |5 In the COM box, enter the port number to which the FQT
Qmitrin is assigned. Otherwise it is empty.

10
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IMPORTANT:
Frequencies obtained are not always frequencies of pathogens!
Above all, these are frequencies that aim to correct and
harmonize disharmonies in the system in order to harmonize it.
The pathogen table is only for information on which
pathogens tend to respond in a given frequency range.

11
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4 Scan

After entering a client's name and birthday, click the Scan button.
Detection, measurement and analysis will start.

The acquired frequencies are displayed in the windows on the right. The
far right column is empty, showing the ready sets of frequencies for
transmission, which are selected from the displayed frequencies.

B oM Scan1.1.02 www.qmt m - | ®
Name and surnal me: Limit: 80 % | Last measurement from date: ‘ | 11.09.2021 15:32:56 | |Owera| time: | (1]
Open Richard Mayer 5 = o g
— 7 0 1 kHz - 1000 khz 100-1000 Hz 10 - 100 Hz 1-10 Hz
Freguency: Frequency: Frequency: Frequency:
kHz % Hz % Hz % Hz %
Note: 2% 82% 301 80% 1.0 92% 0.07  80%
163 85 % 334 91 % 25.8 85% 2.24 80 %
250 84 % 433 84 % 28.9 939% 4.67 80 %
s 365 87 % 554 90 % 297 93% 6.18 89 %
— 380 90 % 62  87% 472 9% 638  82%
635 83 % 916 91 9% 51.5  83% 6.89 87 %
E-mail: 918 87 % 55.4 86 % 8.35 91 %
65.1 859% 8.53 84 %
65.4 89%
Current Location:
j f Setting ) ‘ ‘ 69.3 90 %
Z 77.8 82%
81.4 81 %
11.09.2021 | Copyright 81.8 80%
81.9 80 %
e 99.9 819%
Sensitivity: 3
0% 90 100% /J\ f\ Jﬂ /‘\‘
< > ,{II_I \ﬂ.
Plus [ min
1 <
Ewpn Scan
Ox Ol ©i
T
[ oave ] [ FQ Tool } [ Graph ]
Omtrin® [ FQT GENER ]

The setting of the sensitivity value determines the total number
of frequencies found. In the upper part, the value Limit is always
given, which decides on the number of displayed frequencies in the
Setting. The Limit value can be preset in Settings and the value for
the current display can be used in the Graph.

12
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Graph

|

5 Graph and processing

Using the Graph button it is possible to proceed to the

actual processing of the obtained frequency sets, the

following window will open:

B oM scan

1004
[%]

5T

501

251
UA

1kHz 100

Overview

Limit; 80 %
< >
Time in min.: 5
< >

Transfer

200

() 0Hz-10Hz

() 10Hz - 100 Hz

(0 100 Hz - 1000 Hz

(® 1kHz - 1000 kHz

" * A MJ

300 400 500

Z00M Al 29k 82 % Mumber of findings:
® 153k 85%

= 250k 84%

El 365k B7% -
O 1k- 100k ! 380k 0% ~ | _Owera\ time:
835k 83% i - ]
() 100k - 200k »_
() 200k - 300k |
(> 200k - 400k pEses
() 400k - 500k
() 500k - 600k
Relevancy Relevancy

() 600k - 700k
() 700k - 800k
800k - 200k
(C900k - 1M Frequency Frequency

() DHz-10Hz

() 10Hz- 100 Hz

() 100 Hz - 1000 Hz

® 1kHz - 1000 kHz

ZDOM
® —

) 1k - 100k
() 100k - 200k
() 200k - 300k
() 300k - 400k
(") 400k - 500k
() 500k - 600k
(") 600k - 700k
() 700k - 300k
(") 800k - 200k

(C)900k - 1M

Using the selection fields, the displayed range
of frequencies is selected, which we want to use as a
default for the preparation of the output report, and
possibly also the detail of the ZOOM areas.

13
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The frequencies are displayed in the

middle window.

By changing the time Time in min. the
preset time will be changed, which will be added

Use the Limit slider to T

move the red horizontal ling | MNumber of findi s o

up and down in the graph. G
!

This changes the number of
selected frequencies for the

display.

to the selected frequencies.

The Relevance / Frequency switch is
used to change the frequency order.

| 20k 82
| 163k 85%
w5k 87 %
/0K 90%
635k 83 %

FrEF

Relevancy

Freqguency

380k 90 %o
635k 83 %

Relevancy

Freguency

By clicking on the required frequency, the
selected frequency can be transferred to
the output assembly, it menas to the right
window, resp. it can be transferred incl. of
all frequencies.

Button > only one frequency.
Use this button to select and compose
frequencies and order in the output report.

Button >> all frequencies displayed in the
window layout.

Button >> all frequencies in all frequency
ranges that extend beyond the limit
horizontal red line in the graph.

ATTENTION: depending on the setting of the Limit value, it may be from an
excessive amount, which is 200 items.

14
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22 ez smin. 82% INumber of findings: | The selected frequencies are
F rmir. o - - - - - -
250 kMz Smin.  84% 6 displayed in the right window, which is

355 kHz 5 min. 87 %o .
0 ke cmin ops ||Oweral time: | the output report.
635 kHz Smin. 83 % 1
One frequency in the output set
can be deleted after selection using the
Delete 1 button, or the entire output set
can be emptied with the Delete All
button.
Delete 1
Delete All
Pathogens
5 ke Smn 2% |[rberoffd | Each frequency is assigned a
- v LmDer o nnadings.: - - - -
SR = : preset time, after clicking on the line
m |Owera|—|ﬁm€- | with the frequency, the time can be
380 z Smin, 90 % : i 1 /i
aNLE e D | adjusted individually.

5 ]

Time inmin.: 5

{ »
= ATTENTION: The OM Scan
program assumes subsequent
Delete 1 cooperation with the FQ Qmtrin
Delate Al Quatum Harmony device, or the
FQT Generator, which are able to
pathogens work from 0.000 Hz, it means with

frequencies below 1 Hz.

When selecting frequencies,

keep in mind that very few devices can generate frequencies less than 1 Hz.
This fact is also taken into account when compiling programs (batches) for
use in other devices, such as export to RavoRife or Elzapp.

Pathogens

After clicking on the Pathogens button, a new window will
appear in which pathogens that could correspond to the selected
frequencies are listed.

15
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Frequencies obtained are not always frequencies of pathogens! Above
all, these are frequencies that aim to correct and harmonize spurious tones
in the system to align it.

The pathogen table is only for information on which pathogens tend
to respond in a given frequency range.

B aMScan - O X

29 kHz 82%
acute pain; Aflatoxin; Cytochalasin B; Ergot; Griseofulving Immune stimulation; Sorghum syrup; Sterigmatocystin; Zearalenone
163 kH 85 %
flatoxin; AJpha strepmcuccus Argyria; Ergot; Griseofulvin; Sorghum syrup;
250 kHz
4lpha streptoc EtusEth eofulvin; Sorghum syrup;
365 kHz 87 %
!\pha streptococcus; Badillus anthrads; Bacterial capsules; Bordetella perb_lss\s Coxsackie virus B4; Diplococcus pneumoniae; Eschend‘na cull [E cch an ranga)
Zscherichi rpes simplex 1 (2nd range); Klebsiella pneumonia (2nd range); Mycobacterium phlei;
aimonelia typhi ; S ;

jus a cillus subtiis va ria les; pertussis; Cuxsa\:kl s B4; Epstein Barre vi
Zscherichia col mllnd g)En:hch coli (E. coli ol l(lnd g)bﬂhllp (an g)MyhtEumphl
“roteus vulgaris; Salmonella paratyphi; Sa\monel\a typhimurium; Schistosoma mansoni; Spirillum serpens; Staphy\oco:cus aureus; Tooth decay (N)
635 kHz 83%
Tooth decay (M);

us (EBV);

800 900 1 MHz

v 29 kHz Smin.  82% MNumber of findings:
163 kHz Smin. 85%
b 250 kHz  Smin.  84% 6
h 365 kHz Smin. 87% =
®0 ke smn s0%

635 kHz 5Smin. 83% a0

Delete 1

Delete All

Pathogens

The slider in the right part of the pathogen window changes the display
method and the cross button closes the window,

The Overview button displays an overview of the performed
measurements.

E OM Scan

Total number of measur| | € b J | 1..10 O O e

: e e 11.09.2021 08.07.2021 07.07.2021
Sele_cted measurement; |ll 09,2021 15:32:56 15:32:56 5:33:55  15:00:24

By clicking on the glven time data, it is possible to dlsplay graphs and
obtained reports for the given detection.

The overview is closed by the button Close Overview.

Transfer The Transfer button closes the Graph window and
transfers the data to the main window.

16
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6 Outputs

If an output frequency report has been created in the Graph window, it can
be saved for further use using the Save button.

[ Save |

By click on the button Save will be exported and prepared the program for
use directly in FQ Qmtrin Quantum Harmony and if it was simultaneously
selected for import into Ravo Rife or Elzapp, etc.

The export is done explicitly in the C:\QMTherapy\Program\, or you can
save another path in button Setting.

Next are the data compiled into a file that can be used as a protocol from
the current day for the client.

The protocol is done explicitly in the C:\QMTherapy\Protocol\, or you can
save another path Setting.

( Save |
The export is signaled by a ticked box. You can always do this for the
currently displayed data.

Flus 0 min.  Export/min. 0

: o 12 ' This button adds the specified time constant
to all time data for frequencies during export. Preset is possible in Settings.

[ iQaicol Using the FQ Tool button, you can go to the FQ Tool
program and further edit the frequency sets.

[ FQT GENER ] Using the FQT Gener button, it is

possible to go to the FQT Gener program and apply immediately created
frequency sets.

17



poradenstviprozdravi@email.cz
www.poradenstviprozdravi.cz

éM Tronic, s.r.o.

HEALTH ADVICE tel.: 00420 602 624 255

www.gmtronic.com

7 Documents

QM Tronic, s.r.o
Mistrovice 62

561 64 Jablonné nad Orlici
ICO: 28792378

DIC: CZ28792378

Tel.: +420469 813124
GSM.: +420 602 62 42 55
gmtronic@gmtronic.cz
Www.gmtronic.cz

Warranty
Electronic warranty for QM Therapy is 24 months from the date of
delivery. The warranty period does not apply to defects caused by improper use,

wear and tear, mechanical damage, reinstallation or other changes of the
operating system of the PC. Opening the device loses the warranty.

Date of sale: .o

Signature: L
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