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1 Introduction

Thank you for choosing to use a frequency generator: software FQT
GENER Qmtrin® with USB external drive.

www.qmtronic.com

2 Operation

Frequency generator FQT Gener Qmtrin® USB external unit must be
stored and operated in a clean and dry environment, at room temperature, do not
cover! If exposed to low temperatures, the frequency generator must be allowed
to slowly warm to room temperature.

The FQT GENER USB generator is connected to a PC via a USB cable.
The power cord is plugged into the socket of the frequency generator, the plug of
the power adapter is plugged into the AV 230 V, 50 Hz socket.

It is necessary to connect the frequency generator to the same USB port of
the PC at all times.

The FQT GENER frequency generator must only be operated under
supervision and the mains plug must be disconnected from the mains at the end
of operation. When carrying, it is necessary to disconnect the power supply and
the connecting cable from the USB unit and carefully insert it into the transport
case.

The frequency generator is equipped with an integrated frequency
generator. Frequencies can be preset in the program in the range from 0 to 2 MHz.
You can enter a fixed frequency or frequency shift.

The FQT GENER frequency generator is controlled using a program that is
included in the delivery. The operating instructions for the program are installed
on the PC desktop at the same time as the program is installed.
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2 Technical data

Voltage: 24 V DC
Max. current: 1,5 A
Power: max. 45 W
Programmed frequency: 0 – 2 MHz
Dimensions: 360 x 80 x 10 mm
Weight: 1,2 kg

4 Installation

CAUTION: The USB external drive is not connected to the PC before
installation.

The software is installed directly or indirectly by the supplier using remote
access, or the installation package can be downloaded:

www.qmtronic.cz/clanky/datadownload/ifqt.html

In some cases, the FQ Tool program will be installed, which is free and
FQT GENER can work with it.

After installation, 3 icons for FQT GENER will appear on the desktop:

FQT GENER - starting the program for frequency control
generator (USB External unit must be connected correctly)

FQT Driver - program for installation and setting of the COM
communication port

FQT Gener – operating instructions for the utility program
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and in some cases 3 more icons for FQ Tool:

FQ Tool - running a program for compiling your own programs
(batches)

FQ Tool DATA – all programs that are created in the FQ Tool are
saved in this folder

FQ Tool CZ – operating instructions

The FQT GENER software can be updated. The automation is most often
updated at the same time as the QM Therapy program if the update is released, or
again with the FQ Tool at the link above. In both cases, the update package is
downloaded and Setup.exe is clicked

ATTENTION: During updates, the COM Port is not reinstalled, even if its
installation is offered - see chapter 5.
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5 COM Port Installation

After installing the FQT Gener program, the correct port settings must be
made before connecting the USB external unit (frequency generator) for the first
time and before starting the FQT Gener program.

The port is installed immediately during the installation of the FQT Gener
program described above. If necessary, you can change the port, or uninstall and
reinstall it using the icon on the desktop:

The following window will open:

The "INSTALL" button is used to install the port drivers. The
"UNINSTAL" button is used to uninstall in case of problems so that a new
installation can be performed.

Then an external drive is connected with a USB cable. The drivers and
COM Port will be installed automatically. You must wait for the installation
program to make all the settings.

CAUTION: the same USB PC Port must always be used.

In exceptional cases, the COM Port will not be installed automatically after
connecting the USB external drive. It is necessary to perform the installation
manually, if possible, using the above icon, or directly in the PC system settings
in the Device Manager.
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The installed port appears on the system in Device Manager:
Control Panel / System and Security / System / Device Manager

The following window will open:

In this case, the USB COM port is assigned the number 3. If the number 3
is not assigned, the correct number must be entered into the program for the
program to communicate with the port.

The number is entered in either QM Therapy or FQ Tool, in both cases in
the settings. It doesn't matter which one.
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QM Therapy

FQ Tool
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6 Start FQT GENER

Program FQT GENER starts by button:

If the USB external drive is not connected correctly or the COM Port is not
paired, ie. if the correct COM port number is not entered, an error message is
displayed:

The error must be corrested
1) Restart the PC
2) Check the USB cable connection between the FQT GENER USB

external unit and the PC.
3) Check the installation of the COM Port or reinstall the COM Port

(chapter no. 5).
4) Check the number assigned to the COM Port. It is necessary to enter the

same COM Port number into the QM Therapy or FQ Tool program (it
does not matter which one).

CAUTION: Sometimes, when installing other external devices, or updating
Windows, or when connecting a USB external drive to a different PC USB port
than the one installed, the COM Port numbers will no longer be the same.

In this case, it is necessary to check the COM Port number in the Device
Manager and enter it into the FQT GENER program via the QM Therapy
program or the FQ Tool. Another option is to uninstall and reinstall the COM Port
according to the previous chapter, which is the easiest.

When the COM Port is set correctly, the program will start and the FQT
GENER main window will appear:
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If a PC with a USB external drive is suddenly disconnected while the
program is running, even if the PC goes into sleep mode, a message will also
appear:

In rare cases, the program cannot be closed properly by clicking the OK
button. The FQT GENER program must then be terminated in Windows, as
instructed by the message, using the Alt + F4 keys or directly Ctrl + Alt + Delete.

ATTENTION: sometimes it happens that when installing, for example, Windows
updates or other processes in the system, the tauchpad (mouse on the laptop)
temporarily starts to respond incorrectly. Usually you just have to wait for
windows to finish the operation, or you can also use an external USB mouse.
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7 Function WISH
The WISH function is used to support meditation processes, it is started

with a button FQT W

It is required to select the client with which to work,
then the right part of the window will change to a new
environment.

A positive statement (wish) is entered in the lower
window. The statement must be formulated positively! Click
on >> OK and the program for the selected client will start.

The written statement can be saved to memory by clicking the Save to
memory button and the number button. Alternatively, click again to clear the
memory. 6 memory locations are available.
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8 Scope of delivery

 USB external unit FQT GQNER Qmtrin®
 AC adapter 230 V, 50 Hz / DC 24 V
 Carrying case
 USB cable
 USB mouse

Note: Programs (batches) are not included in the delivery.

Optional accessories:
 Adapter for connection to a car's cigarette lighter.

9 Support and delivery

Q m t r i n

Tel.:    +420 469 81 31 24
GSM.: +420 602 62 42 55
qmtronic@ qmtronic.cz
www. qmtronic.com
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10 Certificate

QM Tronic, s.r.o
Mistrovice 62
561 64  Jablonné nad Orlicí

IČO: 28792378
DIČ: CZ28792378

Tel.:    +420 469 81 31 24
GSM.: +420 602 62 42 55
qmtronic@qmtronic.cz
www.qmtronic.com
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Warranty card

On the electronic function devices are warranted for 24 months from the
day of sale. The warranty does not apply to defects caused by improper use,
become worn by running or mechanical damage. Opening the device is a loss of
warranty.

Each device has its own internal number by which to trace when the device
was put into operation.

Serial number: ……………………….

Date: ……………………….
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